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DGF-X/X-0.5 | 250 200 220 320 150 275
DGF-X/X-2 450 290 230 330 240 285
DGF-X/X-5 450 320 330 430 340 385
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DGF-220/24-0.5 AC220V AC24V 500w
DGF-220/24-2 AC220V AC24V 2KW
DGF-220/24-5 AC220V AC24V SKW
DGF-220/36-0.5 AC220V AC36V 500W
DGF-220/36-2 AC220V AC36V 2KW
DGF-220/36-5 AC220V AC36V S5KW
DGF-380/24-0.5 AC380V AC24V 500W
DGF-380/24-2 AC380V AC24V 2KW
DGF-380/24-5 AC380V AC24V S5KW
DGF-380/36-0. 5 AC380V AC36V 500w
DGF-380/36-2 AC380V AC36V 2KW
DGF-380/36-5 AC380V AC36V S5KW
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DGF Power conversion means

User’s Manual

Harbin Huaxin Power Electronic Equipment Co., Ltd.



1. Feature:

A DGF type power conversion means is | plant development and production
of a new generation of energy—saving power products, High permeability
silicon steel, Low iron loss,High efficiency.

B It has a temperature—controlled computer protection,Cooling
function, Long—term full load operation,

C Enter. Output Isolation; Safe and reliable, Self Forced air, Radiating
Good results,Small,Long |ife,

D Having a filter shielding, Small disturbances surrounding the
instrument, More reliable overall performance,

E Using a special process to produce, Fireproof, Explosion—proof,

2. Use:

For AC50, 60Hz, Voltage up to 500V circuit, Power1-10KW, It can be used
for electrical lighting, Machine Lighting, And instrumentation power
supply and other purposes.

3. Model and meaning:
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Lf@ﬁflbﬁi(KW) Rated power (KW)
R HJE  Secondary voltage

Y2t #H k. Primary Voltage
F: X# Air Cooled

G: T30 Dry

D: HAH Single—phase




4. Use:

According to the front and behind panel to identify the correct wiring,

Internal protection function parameters when factory setting Users need not be provided.

Caveat:

This product can be run at full capacity, But Do not overload run,

5. Outline dimensions and installation:

Dimensional chart:
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List of dimensions and opening Unit: mm
Model and parts| B H d D b1 h1
DGF-X/X-0.5 | 250 200 220 320 150 275
DGF-X/X-2 450 220 230 3o 240 285
DGF-X/X-5 450 320 330 430 340 385




6. Product Family:

Specification Input voltage | Output voltage | Power
DGF-220/24-0. 5 AC220V AC24vV 500w
DGF-220/24-2 AC220V AC24v 2KW
DGF-220/24-5 AC220V AC24v S5KW
DGF-220/36-0. 5 AC220V AC36V 500w
DGF-220/36-2 AC220V AC36V 2KW
DGF-220/36-5 AC220V AC36V SKW
DGF-380/24-0. 5 AC380V AG24vV 500w
DGF-380/24-2 AC380V AC24vV 2KW
DGF-380/24-5 AC380V AC24V SKW
DGF-380/36-0. 5 AC380V AC36V 500w
DGF-380/36-2 AC380V AC36V 2KW
DGF-380/36-5 AC380V AC36V SKW
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