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JXZ-2 Model Shear Pin Shunt Alarm Signal Device
User’s Manual

Harbin HuaXin Power Electronics Equipment Co.,LTD



A. Overview
JXZ-2 Shear pin signal annunciator can be used in the
protection circuits to detect and transfer the broken signal of shear

pin on a water turbine.

B. Working Principle

Shear pin divided circuit annunciator device can detect and
transfer the broken signal of shear pin on water turbine and activate
the red alarm lamp on the panel. Once a shear pin break, it will
enable the two contacts of output relay to send out a signal,
consequently control other circuits. Users can set the contacts to
normal break or normal close based on the structure of shear pin
annunciators. JXZ-2 adopts advanced surface mounting technology
and is a highly integrated product. The low power consumption,
high reliability and easy maintenance make the JXZ-2 annunciators
an excellent choice for water turbine protection.
C. Features
@® Easy to identify the alarm circuits.
@® Surface mounting technology provides high stability.
@® Provides both normal open and normal close setups.
@® 24 or 30 input circuits.
@® Self inspecting.
@® Multiple working current selections including AC220vV DC220V

DC24V



D. Technical Parameter

@® Signal Input: Normal open or normal close shear pin indicator.

@ Input circuit No.: 1-30 circuits.

@® Working current: AC220V DC220V DC24V

@® Output contact capacity: 5A/250V AC,5A/30V DC

® Power: <10 W

E. Outline dimensions and installation:

® Dimensional chart:

e

List of dimensions and opening Unit: mm
Model and parts| B H b h d b1 hi
JXZ-2 Host 160 85 150 75 150 151, | 764

@® Connection:

1. Number the shear pins signal cables and connect the other end to

correspondence terminals.

2. Connect all spare cables to 31# common terminal.

3. If the total number of shear pin signals is less than 30, for normal

close type the spare shear pin cables should be connected to the

common terminal, but it’s not necessary for normal open type.



4. Connection Sketch
A. 1-36 are signal input terminals B. 37-42 is common terminal
C. 43-48 are output terminals D. 49 is ground terminal

E. 50 & 51 are power inlet terminals(When AC L, N; When DC +, -)
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@ Self Inspection: (see the front panel below)
When the “self inspection” button is pushed, all signal lamps

should light.
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